









































TIMERS

Part # Old Part # Description Replace With

TIM--- 10021ET Robert Shaw, 115-230v. TIMOOS — KIT

TIMO002 100184SY QCS, fixed, 60 minutes, 220v.

TIMO004 100184 ATC, Blue, variable, 240v.

TIMOO0S 100244 Precision, Manual 240v

TIMOO06 QCS, fixed, 70 minutes, 120v.

TIMOO08 QCS, Red-Blue, 120v. — 240v. *Toggle Switch Unit-
Offer to rebuild toilet.

TIMO09 81Q2B614 Eagle, orange, variable 240yv.

TIMO10 81Q2B614 Eagle, orange, variable 115v.

TIMO13 LCR2FF Syrelec, orange, fixed 220v. TIMO09

TIMO14 LCR2FF Syrelec, orange, fixed 110v.

TIMO15 LCR2H-AS Syrelec, orange, variable 220v. TIMO09

TIMO16 H3CR Omron, either 120v. or 240v.

TIMO17 MH Rhodes, Manual, 30/60 min, for old units — timer low on side.

TIMO18

MH Rhodes, manual, 90/120 min, for CF-2 only
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Wiring Instructions

From Unit To Wall
120 volts Black (power) Black (hot)

White (neutral) White (neutral)

Green (ground) Green or Copper (ground)
240 volts Black (power) Black (hot)

White (power) Red (hot)

Green (ground) Green or Copper (ground)

cap off extra White from wall

120/ 208 volts Black (power) Black (hot)

120 / 240 volts (old) White (neutral) White (neutral)
Red (power) Red (hot)
Green (ground) Green or Copper (ground)

If there are only 3 wires from the wall, just match by color.

Black is always hot.
Green is always ground.

INCINOLET is grounded internally through the furnished cord and plug. Make certain your circuit has
adequate grounding.

120 Volt Wiring Diagram
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Wire colors: Black=B Red=R Blue=BL Orange=0O Gray=G Purple=P Tan=T White=W Brown=BR
Thermocouple Lead 6 is (+) Thermocouple Lead 7 is (-)

A,B,.C,D.E. Fand G are Wire Nuts:

A connects BL3, R7, B3, R2, T

E connects G6, G

Control Elements
ITS — Inverse thermostat for blower F-130

B connects B1, BL3, O2 F connects P7, 7 STS — Safety thermostat L-140
C connects W1, W3, W10 G connects W3, W4, W8 TS — Limit thermostat L-325
D connects BL9, BL9 SW — Start switch

240 Volt Wiring Diagram

wi ¢ W3
THERM |
Wio . OCOUPLE
R6 E" . ‘F w8 W4
GsTé}TFTr
7 48
6 (+)1  2(-) 0
R3 ( 4
SW 91011 1 23 5 4
INPUT .
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HD- Hg | 05
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=)BLOWER | o2| loa
B3 LA’ T1
- | 03
B1 | 02 TS
HBI

208 Volt Wiring Diagram

208 volts
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ELECTRICAL OPERATION

I Pushing the start button closes the start switch which engages a timer. Timer begins a new cycle each
time start switch is closed. Timer doesn’t accumulate time, merely starts over again.

2 Timer is set to 60 minutes at factory. Timer activates temperature controller. Controller output 1s
connected to the coil of a relay, which controls the electric current to the heater.

3 Temperature controller responds to the output from a thermocouple, which measures heater temperature.
When the temperature of the lower coil of the heater reaches approximately 1200 degrees F., controller

shuts down the relay, which cuts off the heater. When heater temperature falls to about 1000 degrees F.,
controller again activates relay and heater comes on. Heater is off, then on, about twice a minute.

4  Timer also controls exhaust blower. Blower and heater come on and both stay on for 60 minutes
together. After heater cuts off, blower continues on until incinerator area has cooled to about 130
degrees F.

5  Blower thermostat (ITS) closes when it senses a temperature of 130 degrees F., and stays closed, to keep
the blower fan on after the heating cycle is over, until incinerator temperature falls below 130 degrees F.,
about 30 to 50 minutes later.

W1 HCH W3 IIGH
THERMOCOQUPLE
10
Re HE" 1 n :. W4
G6 7
_ 6 ()1 2(-)
R3
ISW 91011 12 3
INPUT
VOLTAGE 10 3 4
IMER CONTROLLER
ITS RK 8 HEAAER
IH
BLS 05
R7 3LOWER
a B3 A T1 OR Og S
03
BIL3 3 O3
B1 02

i

SEQUENCE OF EVENTS WHEN START BUTTON IS PUSHED
Power is on, timer light is steady green. Power is also supplied to point 10 (from white lead) and point 2
(from black lead). -

2. When start button is pushed, switch is closed, power is supplied to contact 6 on timer which activates
two internal switches within the timer: Switch 9-10 controls power to blower, and switch 2-3 controls
power to controller.

3. Controller must have 2 input voltages:
a. across point 7, supplied from timer when switch 2-3 closes and point 8 from white lead, and
b. from thermocouple across 1 & 2 on controller.

4 With both voltages supplied, controller switch 4-5 closes, supplying voltage to relay coil contact 0, relay
contact 1 being supplied from black input lead. Voltage now appears across both input terminals of '
relay coil which activates it.

5  Relay coil now causes switches 2-4 and 6-8 to close, supplying power to heater through STS and TS
thermostats.

-
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Installation

Mounting Plate — Models
RV and WB only
1. Remove all packing materials — including cardboard inside ashpan

panel.
2. Set unit on floor in desired position:
Allow about 4” clearance at rear for wiring and vent-line connection.

Allow at least 2” on left side and plenty of room on the right side

to operate foot pedal.
Install mounting plate to floor — Only Models RV and WB. to the floor and provide
vibration protection to

Connect vent-line. the toilet.
5. Plug INCINOLET into the proper receptacle on a 20-amp circuit. |

Models RV and WB
come with a mounting

plate to bolt the toilet

Ju WD

Electrical Preparation

190 vofts 240 volts 20-amp plug and is meant to fit only into a 20-
he outlet you intend to use for the INCINOLET is not the proper type,

__I l 4' L ptacle. You breaker. Do not attempt to  defeat this safety feature by
i 3 n any way. Power cord is 4 feet long. Extension cords should not be

nce.

5-20R 6-20R
125v-20 amps 250v-20 amps

Fig. 4
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Venting:

I. Allow for plenty of make-up air into toilet room with door louvers or an air gap along bottom of room
door.

2. NEVER USE AN OVERHEAD EXHAUST FAN WHILE INCINOLET IS RUNNING. It might
overpower the exhaust fan within the unit and cause smoke and odor to come into the room.

3. DO NOT cover the end of the vent-line with fine mesh window screen. Use % inch mesh (“hardware
cloth”) if you must use something to keep “critters” out of the vent-line.

4. Increase diameter of vent pipe if 2 elbows or more than 10 feet of vent-line is required.

Vent pipe can run horizontally or vertically. Venting materials can be placed within a wall and INCINOLET

can be placed close to a wall at the back. Allow 6 to 8 inches on the right side (facing the toilet) to operate
the foot pedal.

Vertical vent-line should terminate with a rain cap. For horizontal venting use a dryer flap or add a PVC
elbow turned downward to prevent back-drafting.

Center of the 4-inch diameter vent hole on the back of INCINOLET varies by model. See chart below for the
proper measurement for your toilet. Center of vent hole is 8 inches in from foot pedal side of toilet, 6 inches
in from other side.

Center of vent hole —
up from floor:

Model CF 10”
Model RV 10-1/4”
Model TR 10”
Model WB, 120 v. 10-1/4”
Model WB, 240 v. 10-1/4”
Model WB, 208 v. 10-1/4”

For proper operation, vent-line must be as straight as possible with a minimum of elbows. Maximum length
of 4-inch diameter pipe is 20 feet with 2 elbows. Use larger diameter pipe for longer runs.

Improper venting can cause odor within the room and overheating of the unit. Blower draws smoke from the
incinerator through the catalyst to remove odors. If vent line is too small, too crooked or too long, the blower
cannot push enough air through the vent-line to do its function. Overheating and odor will result.

For best performance, use the shortest possible run and a minimum number of elbows. Do not vent into an
attic space or crawl space. Assemble vent pipe pieces securely. Tape all connections.

Run the vent pipe horizontally to outside. At this point, you may:

1. Puton adryer flap or add a PVC elbow turned downward to prevent back-drafting, or

2. Turn a PVC elbow upward, add pipe, and terminate with a rain cap.

3. Vent-line can be placed within a wall and run up through the roof, terminating with a rain cap.

Connect 4” PVC coupling and pipe to the vent collar at the rear of the unit. Secure the PVC coupling to the

vent collar with a few drops of silicon rubber cement. DO NOT USE MUCH, FOR YOU MAY WISH TO
REMOVE THE COUPLING AT A LATER TIME.
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Care and Cleaning

l. Empty ashpan when ash is about ' inch deep. EXCESSIVE ASH BUILD-UP CAUSES ODOR,
SHORTENS HEATER LIFE, AND DECREASES EFFICIENCY. If ash is caked and hard to remove,
just soak insert pan for a few minutes in warm water.

Wipe up urine spills as they happen.

Every 6 months — clean blower wheel and inside of INCINOLET.

Unplug unit and remove top.

Clean inside with a detergent o a spray cleaner such as Formula 409 (Do not use pine cleaners).
Remove blower wheel and clean

DO NOT STEAM CLEAN.

Stainless steel polish can be used outside to keep finish nice.

.oon-mp

Do not use pine oil type cleaners (like Pine Sol). The residue smells like burning urine when toilet gets
hot.
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INCINOLET — HEATER REPLACEMENT

Unplug INCINOLET or turn off circuit breaker before making any repairs to your INCINOLET toilet.

TO REMOVE OLD HEATER

Remove top and bowl sections by removing the two screws from each side of the
top. Unscrew and remove the rubber boot over the start button. Remove ashpan
panel (lower front) and pull out ashpan. Remove access panel on right side. Hold
incinerator open either by wedging down the foot pedal or blocking the flushing
mechanism in open position.

Carefully remove thermocouple without disconnecting wiring. Thermocouple is
located to the right of and mid-way between heater terminals. Tip of thermocouple

makes contact with lower heater coil within the chamber. To remove, twist bayonet / | \ |
connector and pull out. Do not deform thermocouple. | INSULATION e |
FIG. 7-1

Disconnect orange heater wires and remove cover plate and insulation around
heater cold ends. (Fig. 7-1)
Remove heater from
ashpan opening

Push up on heater coils to clear
heater brackets (Fig. 7-2)

Note: Brackets may be wedged
tightly in slots in the chamber
wall. It is okay to remove
brackets, but not absolutely
necessary.

TO INSTALL NEW HEATER FIG. 7-2

Reverse above procedure. Locate heater in brackets, making sure that brackets are seated in the slots within
the chamber wall. (Fig. 7-2) IMPORTANT: LOCATE HEATER IN LOWEST POSITION WITHIN THE
HEATER BRACKET.

Replace insulation and cover over heater cold ends. (Fig. 7-1)

New heater coils are furnished with a hex nut already firmly tightened against the mica insulation (do
not remove), two washers next, and two nuts on the end of the heater stud. To install the wiring on the

new heater studs, remove the two nuts and one washer. Place the eyelet terminal of the orange lead
wire over the heater stud, then a washer, then one nut. You may want to use a wrench or pliers to

hold the stationery nut in place. Hold the orange wire in one hand while tightening the nut with the
other hand. Tighten until the orange wire terminal is quite secure and cannot be turned. Put on the
second nut and hand tighten to hold the first nut in place.

Replace thermocouple by pushing knurled cylinder to compress the spring inside. Turn to engage the stud,
then release. The spring must be under compression to insure that the tip of the thermocouple makes contact
with the outer surface of heater coil.

THERMOCOUPLE MUST CONTACT HEATER COIL.

Replace access panel, ashpan and ashpan panel. Hold bowl halves in the closed position while lowering top
Into position on toilet. Replace two screws on either side and the rubber boot over the start button. Plug
toilet in and be sure circuit breaker is on. Start cycle to test heater and total operation.
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Flushing Mechanism

To replace Foot Pedal or “1* Arm Assembly”

Preparation:

l.

Remove Ashpan Panel and Ashpan from toilet.

2. Remove top of toilet by removing 4 large screws (two on each side of top), and rubber boot on start
button.

3. Remove black plastic foot pedal from 1* arm assembly by removing 2 screws that hold it in place.

4. Remove side panel of toilet on foot pedal side of toilet. There are visible screws in the top right corner
and screws down the side at the back. There are screws inside the toilet holding side panel to front
panel. There are also some screws under the toilet holding the side panel to the base of the toilet. It is
not necessary to remove foot pedal protector.

The Repair:

I. Toremove old assembly, first remove bolt in the center of the bracket (see A on diagram below). You
can see the nut on the outside of the bracket. There is an access hole in the inside of the chamber,
through which you put a screwdriver to hold the head of the bolt while you remove the nut from the
outside.

2. Remove flat-head rivet (looks like a large bolt with a “c” clip or cotter pin holding it on) from the end of
the old assembly (B on diagram).

3. Remove old L-shaped assembly and put new one in its place.

4. Replace the bolt and one spacer (metal washer) so that the arm pivots in the bracket. Finish with one
more spacer (metal washer) and the nut.

5. Replace flat head rivet from the inside of toilet, in this order toward the outside: rivet — vertical bar —
nylon washer — 1% arm assembly — nylon washer — cotter pin. Open out ends of cotter pin to secure.

6. Test operation of flushing mechanism.

NOTE: If your old flat-head rivet was held in place with a “c” clip instead of a cotter pin, you may wish to
replace the old flat-head rivet at the top end of the vertical bar while you have the toilet apart. We will gladly
send you a new one with cotter pin and nylon washers upon your request.

Reassemble Toilet:

I. Replace side panel with all screws attaching to
front panel, bottom, back panel and screws in top
right corner (attaching onto control box). Check
to see that black plastic foot pedal protector is in
place.

2. Replace top. Bowl halves must be in closed
position to fit properly. Replace 4 large screws

=~ and screw on rubber boot over start button.

3. Place ashpan in toilet and put on front ashpan

panel.

2 B
i .S 4. Attach black plastic foot pedal to foot pedal bar
F o with two bolts.
< ,
A

FOOT PEDAL
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BOWL HALF ADJUSTMENTS

1. Take the top off the toilet

2. There 1s a square rod that runs horizontally over the top of the
chamber with a vertical rod sticking up from the center of it. At the top
of that vertical rod is a white roller (you'll see the "U" shaped bracket if
the roller is missing).

3. Replace roller if it's missing.

4. If the vertical rod is threaded, you need to unscrew it or the "U"
shaped bracket till an adjustment is made upward about 1/4 inch or so. If
vertical rod 1s not threaded (older units), then just bend the vertical rod

toward the back of the toilet a little bit. (Adjustment would be upward or toward
the back of the toilet. This "closes" the front bowl half a bit, then the back bowl

half follows. Adjust whatever amount is needed to ensure that the bowl halves meet
when in the "closed" position.)

[f bowl halves stick or are difficult to open with foot pedal when toilet is new, it’s usually because
the toilet has been turned upside down in shipping. The adjustment is easy. Just take off the top.
Remove the 4 large screws and the rubber boot over the start button and lift the whole top off the
toilet. With the bowl halves together in the closed position (you may want to close them with a
little piece of tape), set the top level on the toilet and replace the screws and boot. That should be
all 1t takes.

When bowl halves are closed, there should be no gap between them. If there is a gap, take the top
off the toilet as above. You will notice a square bar across the top front of the incineration
chamber. In the center of this bar is a vertical U-shaped bracket which holds a white roller. If the
roller is missing, replace it. If roller is OK, then adjust the vertical bar upward by unscrewing it a
turn or two. If the INCINOLET is very old, the rod 1s not threaded, so just bend it toward the back
of the toilet about 4-inch. These adjustments will move the front bowl half a little higher and the
back half will follow, allowing more room for the incinerator chamber lid to open.

Make these adjustments in small increments, setting the top back on the toilet each time till the
bowl halves meet and the lid does not scrape when you push the foot pedal down.
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INCINOLET Mounting Plate

Models WB and RV are supplied with a mounting plate that serves to secure the toilet against
movement and protect it from vibration. When placed on the mounting plate, the center of the

vent hole on the back of the INCINOLET is up from the floor as follows:

Model WB 120 volts 10-1/4”
Model WB 240 volts 10-1/4”
Model RV 10-1/4>

All current models have a 4 diameter vent collar.

Mounting Plate

All holes are Holes are 3/8” down from back edge,
A and 5/16” in from side edges.

O Mounting pins

‘ | o; I by '
|
19-3/4” |

I | | l14-1/8’*
—— e —— N
O 1’5 —>

Front holes are 5-1/4” in from
front edge of plate.

Mounting plate 1s approx. .062”
thick. There is no pitch to holes.

15?1

Front of INCINOLET
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